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terials
Building walls shall be clad in lapped boards, wood shingles, boards, battens or fiber-cement exterior siding such as “Hardie-Plank”.

ding walls may be finished in brick, stucco, stone or cast stone.

Materials
•--- Building walls shall be clad in 
lapped boards, wood shingles, boards, 
battens or fiber-cement exterior siding 
such as “Hardie-Plank.”

--- Building walls may be finished in 
brick, stucco, stone or cast stone.

Architectural standards, written:

College Park neighborhood, Gainesville, FL

Street standards: FORMS of form-based codes:

• Floating overlay, assigned by 
rezoning process      

• Optional code, adopted but freely 
chosen by individual developers

• Mandatory code, sometimes an 
overlay, but often a complete 
replacement for a zoning district

“Model” form-based code 
is being applied in the 
downtowns of Sarasota 
and Fort Myers      

Another “model” form-based code 
is being created for rural areas of 
northern St. Lucie County      
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coding by transect zone “Partial” form-based techniques:

1.Historic district regulations, which 
often regulate the form of NEW 
buildings in historic districts

2.Building design standards, for 
instance requiring proper “Main 
Street” buildings, or taming big 
boxes

3.New generation of dimensional 
standards, replacing setback lines 
with “build-to” lines

Historic district regulations     

Building design standards     
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